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J4858C Optical Module

Overview
Gigabit SFP optical transceiver modules use LC connectors. The specifications for
Revision D transceiver products are the same as the specified Revision A, B, and C
SKUs.

Article Content

Models, specifications, and compatibility

Gigabit SFP optical transceiver modules use LC connectors. The specifications for
Revision D transceiver products are the same as the specified Revision A, B, and C
SKUs. Where support for a

HPE J4858C Datasheet

Featuring low power consumption, the hot swappable 1G SFP transceiver is ideal for
Internet Service Provider (ISP) Gigabit Ethernet communication links, Enterprise LAN
& SAN Networks, Data Center

HP J4858C Mini-GBIC Transceiver Module

Buy HP J4858C Mini-GBIC Transceiver Module: Network Transceivers - Amazon FREE
DELIVERY possible on eligible purchases

HP J4858C Compatible Gigabit Fibre SFP Transceiver Module, 1000BASE
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J4858CST is a HPE J4858C compatible SFP module. It is a compatible fibre transceiver
module that has been designed, programmed and tested to work with HP® brand
compatible switches and

J4858CST

J4858CST - Datasheet HPE J4858C Compatible SFP Module - 1000BASE-SX - 1GbE
Multi Mode Fiber Optic Transceiver - 1GE Gigabit Ethernet SFP - LC 550m - 850nm -
DDM HPE 1400, 1700, 1820

StarTech 10 Pack HPE J4858C Compatible SFP Module

StarTech 10 Pack HPE J4858C Compatible SFP Module - 1000BASE-SX - 1GbE Multi
Mode (MMF) Fiber Optic Transceiver - 1GbE SFP - LC 550m - 850nm - DDM HPE 1400,
1700, 1820

GbE Fiber SFP

HPE J4858C Compatible SFP Module - 1000BASE-SX - 1GbE Multi Mode Fiber Optic
Transceiver - 1GE Gigabit Ethernet SFP - LC 550m - 850nm - DDM HPE 1400, 1700,
1820

J4858C-C ATGBICS | Fiber Optic Transceiver Modules | DigiKey

Buy now, ships today. J4858C-C - Transceiver Module Networking, General Purpose
1000Mbps 850nm 3.3V LC Duplex Pluggable, SFP from ATGBICS. View datasheets,
pricing and availability from

J4858C Product Data Sheet

The Hummingbird Networks 100% HP Compatible J4858C optical transceiver module
is for transmission at 850nm over multimode fiber. It supports Ethernet standards
which make it ideally suited for

HPE J4858C Compatible SFP Module

HPE J4858C Compatible SFP Module - 1000BASE-SX - 1GbE Multi Mode Fiber Optic
Transceiver - 1GE Gigabit Ethernet SFP - LC 550m - 850nm - DDM HPE 1400, 1700,
1820 Learn why IT Pros trust

1G SFP SX for HPE ProCurve J4858C J4858B J4858A HPE Aruba

HP ProCurve J4858C J4858B J4858A Compatible 1000BASE-SX 1.25Gb/s SFP
Transceiver Module (MMF, 850nm, 550m, LC, DOM) It''s widely used on HPE ProCurve
Gigabit Ethernet 1000BASE-SX,

1G SFP SX for HPE ProCurve J4858C J4858B J4858A HPE Aruba
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1000BASE-SX SFP to LC Optical Gigabit Ethernet transceiver module 1.25Gbps
Multimode 850nm LC duplex connector DDM 550m. Wide Compatibility - Compatible
for HPE ProCurve J4858C J4858B

HPE ProCurve J4858C Compatible 1000BASE-SX SFP 850nm 550m

HPE ProCurve J4858C compatible optical transceiver is a dual fiber 1000Mbps Small
Form-factor Pluggable SFP module for use in 1000BASE Ethernet. SFP SX provides
1Gb/s throughput up to 550

ATGBICS J4858C-C network transceiver module Fiber optic 1000

ATGBICS J4858C-C network transceiver module Fiber optic 1000 Mbit/s SFP 850 nm:
ATGBICS J4858C 1000Base-SX supports a distance of up to 550m over multi-mode
fibre (MMF) using a

10Gtek 1.25G SFP 1000Base-SX, 850nm MMF, up to 550 Meters

1000BASE-SX SFP to LC Optical Gigabit Ethernet Fiber transceiver module, 1.25G
Multimode SFP (supports OM1/OM2/OM3/OM4 fiber cables), Duplex LC connector,
850nm, DDM, up to 550m. [Wide Compatibility] Compatible with HP ProCurve J4858C
J4858B J4858A HPE Aruba J4858D and Other

HPE J4858C Datasheet

HPE J4858C X121 1G SFP LC SX Transceiver This J4858C HPE ProCurve SFP
transceiver supports up to 550m link lengths over multi-mode fiber (MMF) using a
wavelength of 850nm via an LC connector.

HP J4858C Mini-GBIC Transceiver Module

Buy HP J4858C Mini-GBIC Transceiver Module with fast shipping and top-rated
customer service. Once you know, you Newegg!

HPE J4858C 1000BASE-SX SFP (mini-GBIC) Transceiver

Featuring low power consumption, the hot swappable 1G SFP transceiver is ideal for
Internet Service Provider (ISP) Gigabit Ethernet communication links, Enterprise LAN
& SAN Networks, Data Center
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Contact Us

Continue your research online:

Website: https://ensaa.es
Technical inquiry: https://ensaa.es/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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